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This is an Example of a Design Risk Assessment, which is provided without warranty. 

Identified Hazards

Associated Risks

Population 
Exposed 

Likeli-hood

Severity

Risk 
Rating

Control Measures

Person Responsible

Residual
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when
done

Legend:

 

Likelihood:            1 = highly unlikely;                      2 = remote;                           3 = possible;                           4 = probable;                      5 = highly likely

Severity:                 1 = negligible;                              2 = minor injury;                    3 = major injury;                         4 = severe;                   5 = extreme

 

Risk Rating:                 1 to 4 = low risk                        5 to 14 = medium risk               15 to 25 = high risk                                                               (also applies to residual risk)

                                             - Communicate                              - Reduce                                         - Eliminate from design and/or construction

                                                                                                   - Communicate                              - Communicate 

 

Contractor:         includes employees of the contractor and any sub-contractor engaged by the client for the construction or maintenance of the building; 

User:                  includes the client and their employees. Users also includes the intended users of the building (i.e. residents if the building is residential); 

Maintenance:         includes persons undertaking maintenance activities during the operation of the building; 

Public:                  includes any member of the public or visitor who could be exposed to hazards during the construction; use or maintenance of the building. 

Niall O'Donovan
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5 August 2007

This is an example of Design Risk Assessments for a fictitious project. It is provided without warranty. Please contact Niall O'Donovan of Assure Health & Safety Consultants Limited for further information. 
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		PrintDate: 

		PrintDateTitle: 

		CurrentPage: 

		PageCount: 

		Please input the NOD&P Project Number...: A9100

		Please state the name of the project to which this risk register applies...: DRA for Permanent Works Designers undertaking design on a building project

		Please identify the discipline undertaking these risk assessments...: This is an example for all designers

		copyrighted: 

		form_number: 

		ImageField1: /9j/4AAQSkZJRgABAAEAYABgAAD//gAfTEVBRCBUZWNobm9sb2dpZXMgSW5jLiBWMS4wMQD/2wCE		ImageField2: /9j/4AAQSkZJRgABAAEAYABgAAD//gAfTEVBRCBUZWNobm9sb2dpZXMgSW5jLiBWMS4wMQD/2wCE		Click here to print the Design Risk Assessments...: 

		EmailSubmitButton1: 

		Please detail the element of the design being assessed and clearly state what the potential for harm / injury is...: M&E ENGINEER EXAMPLE: Maintenance of roof mounted plant & equipment

		What are the risks associated with these hazards (why do you consider it likely that someone may be harmed and what is affecting the severity)...: Risk of falls while maintaining plant at roof level. Parapet / handrails are currently not provided at the permitter of the building. 

		Please tick here if the Contractor is exposed to the hazard...: 0

		Please tick here if the User is exposed to the hazard...: 0

		Please tick here if Maintenance Operatives are exposed to the hazard...: 1

		Please tick here if members of the public are exposed to the hazard...: 0

		contractor: Contractor

		user: User

		maintenance: Maintenance

		public: Public

		Likelihood:1 = Highly unlikely2 = Remote3 = Possible4 = Probable5 = Highly likely: 3

		Severity:1 = Negligible2 = Minor3 = Major4 = Severe5 = Extreme: 5

		This is the risk rating...Red 	= High risk; Eliminate from design or constructionAmber 	= Medium risk; Reduce and communicateGreen 	= Low risk; Communicate: 15.00000000

		calc: 0.00000000

		List the appropriate control measures...: There is a high requirement for maintenance to be undertaken on a regular basis of the plant located at roof level. A safe working zone is to be created around the plant and equipment. Access to be provided directly from Stair Core C (security locked door). Defined access route to be marked on roof structure. Handrails to be provided along access route and plant area. Plant to be located 4m away from unprotected edges and 2m away from non-fragile roof lights. 

		Identify who is responsible within the Design Team to implement the control measures...: M&E EngineerArchitect 

		Residual Risk:0 to 4     	= Low Risk5 to 14   	= Medium Risk15 to 25	= Major Risk: 2

		Tick when: - Hazard is eliminated; - Implemented control measures in design or construction; - Communicated residual hazards to other Duty-Holders: 0








